COATS
nylbond

by Barbour

COATS nylbond is a bonded twisted Nylon 6.6 thread with outstanding strength, extraordinary durability and
exceptional resistance to mildew, rot and abrasion.

COATS nylbond comes to you form the World of Coats Barbour, the largest global thread manufacturer. With
generations of research and expertise behind the brand, Coats Barbour guarantees global quality and performance
worldwide.

Key Benefit:
Unique bonding technology makes the thread strong, yet supple, making it ideal for aggressive, high speed
leather sewing applications.

Main Applications:

¢ Athletic and general footwear e Furniture / Upholstery

e Automotive e Industrial lifting slings

e Bedding / Mattress e Leather goods, garments & belts
* Book binding ¢ Luggage and sporting goods

e Computer stitching e Military goods / supplies

e Diving suits

Feature: Benefit:

¢ High tenacity C.F. Nylon 6.6 ¢ Outstanding tensile strength

¢ Higher abrasion resistance e Durable for extreme stitching applications

e Unique bond chemistry and proprieties e Consistent bond - no ply untwisting or fraying. Bonding

prevents the fibre from damage during stitching
¢ Uniquely applied & controlled level % of e Thread glides smoothly through needle eye, constant
lubrication thread tension & balanced stitches

e |deally suited for high speed stitching
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Technical Data:

Fibre: Bonded Nylon 6.6

Metric No. Gov't VT 295 Thread denier  Average Strength Needle Size
Types I and 1 (Kg/Min) ( Metric)
M80 AA 100 x 3 1.9 65/75
M60 B 210x 2 3.0 80/ 100
M40 E 210x 3 4.3 90/110
M30 - 280 x 3 5.9 100/ 120
M20 FF 420 x 3 8.6 110/ 125
M13 3 630 x 3 12.9 130/ 160
M10 4 840 x 3 17.6 160 /200
M8 6 630x2x3 21.6 200/ 250

1. COATS nylbond meets US & European government military specification.

Typical Applications by Thread Size:

Fine Medium Heavy Extra Heavy

M80 M60, M40, M30 M20, M13, M10 M8

Bedding / Mattress Automotive Automotive Cup sole stitching

Bookbinding Athletic & General Decorative Stitching Decorative stitching
footwear

Leather garments Bedding / Mattress Furniture / Upholstery =~ Goodyear & Welt stitching

Ladies & Men's dress Computer stitching Footwear / boots Industrial lifting slings

shoes Luggage Luggage Sporting goods

Handbags

Wallets Sporting goods Military supplies Side wall stitching
Furniture / Upholstery Sporting goods Safety / Work boots

Chemical Properties of Nylon 6.6:

e Melting point 250°C (485°F)

e Unaffected by mildew, rot and perspiration

e Good resistance to alkalis and weak acids

¢ Nylon has poor bleach resistence

e Special UV inhibitors required for sunlight protection
* Moisture regain 4.5%

e Specific gravity 1.14

Color Fastness:
Wide range of dyestuffs can be used to specially tailor COATS nylbond to special color fastness requirements
including PVC. Please contact Coats Barbour technical representative for more details.
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